In this study, we examined the influence of moisture content on the electromagnetic response of concrete. A novel homemade electromagnetic monitoring apparatus was developed and used to evaluate the Hall effect voltage at both ends of concrete based on our previous study of the Hall effect. We used four different concrete mix water/binder ratios: 0.30, 0.28, 0.26, and 0.24, and three conditions (relative humidity, carbonation, and water absorption) were examined in this experiment. The results show that the moisture content inside concrete influences the relative permeability of concrete. The variation in the Hall effect voltage is more influenced by carbonation than changes in relative humidity; water absorption increases the Hall effect voltage the least amongst the other examined factors. According to the experiment, a calibration system was established, and the relevant correction factors are provided.
Introduction
Reinforced concrete is widely used in the construction of most facilities due to its low cost and the availability of its constituent materials [1] [2] [3] . Reinforced concrete structures have the potential to be durable and capable of withstanding a variety of harsh environmental conditions [4, 5] . However, a major cause of the durability problems experienced by reinforced concrete structures is steel bar corrosion, especially in marine environments. Steel corrosion not only reduces the cross-sectional area of steel bars but also leads to the dilation and cracking of concrete coverings. Consequently, the service life and safety of reinforced concrete structures decreases [6, 7] . Reinforcements are placed inside concrete so the corrosion level of reinforced bars cannot be observed by the naked eye. Increasing numbers of non-destructive monitoring technologies are emerging, among which non-contact monitoring technology has become a significant method for detecting displacement, cracks, deformation, as well as corrosion degree inside the concrete or on the concrete surface. To evaluate and monitor the corrosion damage level of reinforced bars, the development of corrosion monitoring apparatus has become a research focus. With the development of electromagnetic theory, various types of innovative monitoring apparatus have been developed based on the many different magnetic properties of steel and concrete. Hong et al. [8] proposed long-term ground penetrating radar (GPR)
Electromagnetic Mechanics

Electromagnetic Transmission Mechanics
The transmission speed of an electromagnetic wave is defined in Equation (1) . Equation (1) shows that two key parameters, µ and ε, determine the transmission speed v in media. As introduced above, it is uncertain whether moisture content influences the relative permeability of concrete media. When an electromagnetic wave enters a target objective with obvious differences in relative permittivity in the process of transmission in the medium, reflection and transmission may occur. The energy distribution coefficient is defined in Equation (2) . If the relative permeability of concrete is assumed to be one, Sensors 2019, 19 , 4637 3 of 15 the energy distribution coefficient will be approximately as shown in Equation (3), which indicates the unreasonable point that the influence of relative permeability on electromagnetic transmission cannot be taken into consideration [30, 31] .
where µ 1 and µ 2 are the relative permeability of two media, ε 1 and ε 2 are the permittivity of two media, and γ is reflection coefficient.
Mechanics of Moisture Content Influencing Relative Permeability
As a non-magnetic material, the relative permeability of concrete has always been assumed to be one. However, the relative permittivity can be expressed in the form of relative complex permittivity, which is shown in Equation (4) . The relative complex permittivity is a dimensionless complex number. The real part represents the storage coefficient of the media on the electromagnetic wave, which further influences the propagation speed of the electromagnetic wave in the media. The imaginary part represents the loss capacity of the media to the electromagnetic wave [32] . Penetration depth is defined as the distance that electromagnetic waves penetrate the media. The penetration depth can be written as Equation (5) . According to Equation (5) , the reduction coefficient α, as well as penetration depth d p , are directly influenced by the relative permittivity of the media [33] . For concrete specimens, the proportion of moisture inside influences the reduction level of electromagnetic waves inside concrete: ε r = ε r − jε r = ε ε 0 − j δ ωε 0 = ε r (1 − j tan σ) (4)
where ε r is the relative complex permittivity of media; ε 0 is the relative permittivity of a vacuum, which is 8.854 × 10 −12 F/m; ε is the relative permittivity of the media (F/m); σ is the conductivity of media (S/m); ω is the angular frequency of the electromagnetic wave; ε r and ε r are the real and imaginary parts of relative permittivity, respectively; j = √ −1; tan δ = ε r /ε r ; α is reduction coefficient; µ 0 is the magnetic permeability of vacuum, which is 4π × 10 −7 H/m; and f is the frequency of electromagnetic wave.
Influence of Relative Permittivity on Electromagnetic Response
The transmission of electromagnetic waves inside concrete obeys the Maxwell equations, which is shown in Equations (6)- (9) . Equations (10) and (11) present the definitions of permeability and permittivity, respectively, which are common constitutive forms [18, 26, 27] . Combining the equations mentioned above, the magnetic induction intensity is not only influenced by permeability but also permittivity, which indicates the reduction level of the electromagnetic response:
∇ × B = 0 (8) 
where ρ is charge density (C/m 3 ), J is current density (A/m 2 ), E is the intensity of the electromagnetic wave (V/m), D is the electric displacement (C/m 2 ), B is magnetic induction intensity or magnetic flux density (T), H is the magnetic field intensity (A/m), ε is the permittivity, and µ is the permeability of the media. For instance, the permittivity of an electromagnetic wave in a vacuum is 8.85 × 10 −12 F/m and the permeability in vacuum is 4π × 10 −7 H/m. To further examine this phenomenon, computer software was used to simulate electromagnetic responses between two sides of concrete specimens with different relative permittivity. In the simulation process, a concrete specimen model (100 mm × 100 mm × 100 mm) was established with ordinary type meshing ( Figure 1a ) and a constant magnetic field (1 A/m on the x-axis) was applied on one side of specimen. The color cloud map shows the distribution of the magnetic flux density in the concrete cross-section, which indicates the magnetic response reduction inside concrete ( Figure 1b ). The relative permittivity ranged from 5 to 20 due to various moisture contents, which are reported in the literature. Figure 1b shows that no magnetic field intensity exists at the right end of concrete specimen. Figure 1c shows that the magnetic intensity contribution decreased as the distance from left side increased, which is consistent with the findings of a previous study: concrete with higher relative permittivity contributes to a higher electromagnetic wave reduction coefficient. Hence, this variation in electromagnetic response can be detected by Hall effect sensors, which can be further monitored by EMMA. where is charge density (C/m 3 ), J is current density (A/m 2 ), E is the intensity of the electromagnetic wave (V/m), D is the electric displacement (C/m 2 ), B is magnetic induction intensity or magnetic flux density (T), H is the magnetic field intensity (A/m), is the permittivity, and is the permeability of the media. For instance, the permittivity of an electromagnetic wave in a vacuum is 8.85 × 10 −12 F/m and the permeability in vacuum is 4π × 10 −7 H/m.
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The Hall effect is a kind of electromagnetic effect that was discovered by E.H. Hall when studying the conductive mechanism of metal in 1879. When current I passes through the conductor perpendicular to the external magnetic field B, the carrier deflects and an additional electric field is generated perpendicular to the direction of the current and the magnetic field, thus generating an electric potential difference at both ends of the conductor, as shown in Figure 2a . This electric potential difference is also known as the Hall voltage difference E H . The Hall effect sensor is a kind of reliable sensor based on the Hall effect that can reflect the variation in magnetic field using linear Hall effect voltage, as shown in Figure 2b . Hall's output voltage is divided by the midpoint voltage. Hence, the midpoint voltage (the voltage without the magnetic field) should be subtracted and the absolute value taken, and then the magnitude of the scalar magnetic field is obtained. In other words, the magnetic field intensity and the calibrated Hall voltage are basically proportional. generated perpendicular to the direction of the current and the magnetic field, thus generating an electric potential difference at both ends of the conductor, as shown in Figure 2a . This electric potential difference is also known as the Hall voltage difference EH. The Hall effect sensor is a kind of reliable sensor based on the Hall effect that can reflect the variation in magnetic field using linear Hall effect voltage, as shown in Figure 2b . Hall's output voltage is divided by the midpoint voltage. Hence, the midpoint voltage (the voltage without the magnetic field) should be subtracted and the absolute value taken, and then the magnitude of the scalar magnetic field is obtained. In other words, the magnetic field intensity and the calibrated Hall voltage are basically proportional. By using Hall effect sensors and generating a stable magnetic field, concrete with different relative permeabilities will have various magnetic intensities, which can be acquired by EMMA and presented in the form of Hall effect signals. A-1391-type Hall effect sensors were used on this EMMA version, whose sensitivity approaches 1.25 mV/G, as is shown in Figure 2b . Figure 3a shows the diagram of EMMA and Figure 3b shows how 24 Hall sensors were linearly arranged, containing 24 channels to collect data. An electromagnet was placed on the top of the monitoring probe to provide a stable magnetic field for reinforced concrete specimens with an external direct current supply ( Figure 3c ). Figure 3d shows a schematic diagram of the monitoring probe. The magnetic field generated by the electromagnet is applied to one side of the concrete samples by the iron monitoring probe and the magnetic field that reaches the other side of the sample is measured by the 24 Hall sensors. The signals received by Hall sensors were transformed to computer language and shown on the serial port assistant. The monitoring probe has an embedded A/D converter and an indication light. The inner length of the monitoring probe is 120 mm, so it is able to scan cross-sections of cubic concrete specimens whose side length is 100 mm. In accordance with electromagnetic theory, the magnetic field intensity inside the monitoring probe is linearly related with the direct current supply provided by an external supply device. A proportional relationship exists between supply current density and mean Hall effect voltage variation of 24 Hall sensors ( Figure 4 ). It is clearly shown in Figure 4 that Hall effect voltage shows the reverse tendency with supply current density. It is worth noting that the midpoint voltage (Hall signals received by Hall elements when no current impressed) is approximately 1040 mV. Moreover, the Hall signal's variable quantity is defined as the absolute value of difference between monitoring data and midpoint voltage (1040 mV). The self-calibration process was previously reported [18] . By using Hall effect sensors and generating a stable magnetic field, concrete with different relative permeabilities will have various magnetic intensities, which can be acquired by EMMA and presented in the form of Hall effect signals. A-1391-type Hall effect sensors were used on this EMMA version, whose sensitivity approaches 1.25 mV/G, as is shown in Figure 2b . Figure 3a shows the diagram of EMMA and Figure 3b shows how 24 Hall sensors were linearly arranged, containing 24 channels to collect data. An electromagnet was placed on the top of the monitoring probe to provide a stable magnetic field for reinforced concrete specimens with an external direct current supply ( Figure 3c ). Figure 3d shows a schematic diagram of the monitoring probe. The magnetic field generated by the electromagnet is applied to one side of the concrete samples by the iron monitoring probe and the magnetic field that reaches the other side of the sample is measured by the 24 Hall sensors. The signals received by Hall sensors were transformed to computer language and shown on the serial port assistant. The monitoring probe has an embedded A/D converter and an indication light. The inner length of the monitoring probe is 120 mm, so it is able to scan cross-sections of cubic concrete specimens whose side length is 100 mm. In accordance with electromagnetic theory, the magnetic field intensity inside the monitoring probe is linearly related with the direct current supply provided by an external supply device. A proportional relationship exists between supply current density and mean Hall effect voltage variation of 24 Hall sensors ( Figure 4 ). It is clearly shown in Figure 4 that Hall effect voltage shows the reverse tendency with supply current density. It is worth noting that the midpoint voltage (Hall signals received by Hall elements when no current impressed) is approximately 1040 mV. Moreover, the Hall signal's variable quantity is defined as the absolute value of difference between monitoring data and midpoint voltage (1040 mV). The self-calibration process was previously reported [18] . provided by an external supply device. A proportional relationship exists between supply current density and mean Hall effect voltage variation of 24 Hall sensors ( Figure 4 ). It is clearly shown in Figure 4 that Hall effect voltage shows the reverse tendency with supply current density. It is worth noting that the midpoint voltage (Hall signals received by Hall elements when no current impressed) is approximately 1040 mV. Moreover, the Hall signal's variable quantity is defined as the absolute value of difference between monitoring data and midpoint voltage (1040 mV). The self-calibration process was previously reported [18] . Different Hall effect sensors have unique average signal profiles. Hence, the standard deviation of every single Hall element was obtained when the current supply density was 1 A with continuous data collection. Figure 5 shows the standard deviation of the 24 Hall element channels calculated using Equation (12) and the mean value that can be recognized as the current supply is 1 A, which presented autologous fluctuation triggered by the geomagnetic field and the transition coefficient of Different Hall effect sensors have unique average signal profiles. Hence, the standard deviation of every single Hall element was obtained when the current supply density was 1 A with continuous data collection. Figure 5 shows the standard deviation of the 24 Hall element channels calculated using Equation (12) and the mean value that can be recognized as the current supply is 1 A, which presented autologous fluctuation triggered by the geomagnetic field and the transition coefficient of the A/D converter when no corrosion was present. The original collected data were obtained from Different Hall effect sensors have unique average signal profiles. Hence, the standard deviation of every single Hall element was obtained when the current supply density was 1 A with continuous data collection. Figure 5 shows the standard deviation of the 24 Hall element channels calculated using Equation (12) and the mean value that can be recognized as the current supply is 1 A, which presented autologous fluctuation triggered by the geomagnetic field and the transition coefficient of the A/D converter when no corrosion was present. The original collected data were obtained from the A/D converter whose unit is counts, then multiplying by a coefficient of 0.133 mV to transform into Hall effect potentials. Figure 5 shows that the maximum standard deviation of the 24 test channels was 3.9 mV; hence, ±4 mV was regarded as a boundary condition to evaluate the electromagnetic response variation excluding the impact of the self-fluctuation of monitoring data:
where a ij was defined as an element in the signal matrix shown in the serial assistant software, which means that the value was recorded by a Hall effect sensor whose sensor series is i; meanwhile, j represents the jth data recorded by the i sensor. n represents the collection times.
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Specimen Fabrication
Four groups of 100 mm × 100 mm × 100 mm specimens for a total of 76 cubes were fabricated. After casting, these molds were rotated slowly until pastes were totally hardened. All the specimens were placed in the mold, then removed after 48 h, and then cured at 20 ± 3 °C and 95% relative humidity for 28 days. To monitor the relative humidity inside the concrete specimens, a temperature and relative humidity sensor produced by Sanzhi Electronic Technology Co., Ltd. (Changsha, China) was used (Figure 7) . Four relative temperature and humidity sensors were embedded in four concrete specimens with four different concrete mix proportions, as shown in Figure 7b . Table 5 shows the relevant parameters of this sensor. The prepared concrete specimens for relative humidity, carbonation, and water amount experiment were labeled groups A, B, and C, respectively, and each group included all four different w/b ratio concretes. 
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Four groups of 100 mm × 100 mm × 100 mm specimens for a total of 76 cubes were fabricated. After casting, these molds were rotated slowly until pastes were totally hardened. All the specimens were placed in the mold, then removed after 48 h, and then cured at 20 ± 3 °C and 95% relative humidity for 28 days. To monitor the relative humidity inside the concrete specimens, a temperature and relative humidity sensor produced by Sanzhi Electronic Technology Co., Ltd. (Changsha, China) was used (Figure 7 ). Four relative temperature and humidity sensors were embedded in four concrete specimens with four different concrete mix proportions, as shown in Figure 7b . Table 5 shows the relevant parameters of this sensor. The prepared concrete specimens for relative humidity, carbonation, and water amount experiment were labeled groups A, B, and C, respectively, and each group included all four different w/b ratio concretes. 
Experimental Method
Temperature directly affects the relative humidity (RH) inside concrete [34] [35] [36] [37] ; hence, for Group A, temperature was controlled as constant in this experiment. Four concrete specimens with temperature and RH sensors were placed in a room whose indoor temperature was kept steady. After de-molding and curing, the RH inside concrete was 100% and the hydration process was still ongoing. Then, these four specimens were placed in the monitoring probe shown in Figure 3a to record the signals from the 24 Hall effect sensors. The data recorded by EMMA were the original data output from the A/D converter; therefore, Hall voltage was converted based on the transition coefficient of the A/D converter. In this experiment, the relationship between Hall voltage and relative humidity inside concrete was established.
As for Group B, concrete specimens were exposed to a carbonation tank with 75% RH and a 20% CO 2 concentration. Three specimens were removed from the tank and placed into the monitoring probe to evaluate Hall signals after 3 days, 7 days, 14 days, 28 days, and 56 days of carbonation. Then, the specimens were split and sprayed with phenolphthalein solution to measure average carbonation depth. The relationship between Hall voltage and carbonation depth was established.
All the specimens of Group C after curing were placed in a drying oven at 60 • C until the specimens reached a constant weight (so-called dry concrete). After, all the specimens of Group C were covered with tinfoil paper so that the seawater could only migrate inside the concrete from one direction. All specimens were placed on the bottom of a tank filled with sea water in an experimental room at constant RH (50% ± 10%) and temperature (20 ± 0.5 • C), then the seawater adsorption experiment was conducted. The mass variation of the concrete specimens was evaluated after 0.5 h, 1 h, 2 h, 4 h, 8 h, 12 h, and 24 h; Hall signals were simultaneously monitored. Different from internal relative humidity inside the concrete, the moisture absorption experiment was conducted allowing seawater to migrate from one end of the concrete specimen to the other and average weight was measured. As previously, the relationship between Hall voltage and the amount of water absorption was established.
Results and Discussion
Relative Humidity Effect
Four concrete specimens were embedded with temperature and RH sensors to monitor relative humidity, and then Hall effect voltage signals were detected using EMMA. Figure 7 shows the relationship between Hall effect voltage and relative humidity. Like the maximum chloride ions phenomenon at the surface of concrete, the Hall signals first increased to the top and then decreased at a certain RH. The RH value for the maximum Hall voltage also showed a decreasing trend as the w/b ratio decreased, and also, the maximum Hall voltage increases as w/b ratio decreases. The original state in Figure 8 indicates that the relative permeability of concrete significantly affects the moisture content inside concrete, although RH was 100% for both. A longer time was required for L55 to reach the maximum RH of approximately 90%, which was approximately 98% for L40. Previous studies [38] [39] [40] also reported a similar tendency of concrete with different w/b ratios in homogeneous magnetic fields due to different microstructural characteristics such as the surface/volume (S/V) ratio of the pores. Two basic aspects of concrete, drying shrinkage and moisture migration, initiate from the concrete surface; then, the internal concrete characteristics can be explained based on these aspects, which have been widely reported in the literature [22, 41] . 
Results and Discussion
Relative Humidity Effect
Carbonation Exposure Effect
With increasing carbonation exposure time, the un-discolored area increases gradually, which indicates the increasing average carbonation depth (Figure 9a,b) . Figure 9d shows the relationship between Hall effect voltage signals and average carbonation depth. The Hall signals increased during the initial stage of carbonation, and then stabilized as carbonation depth increased. According to Figure 9d , the electromagnetic signals did not significantly vary when the carbonation depth was more than 4 mm, which means that calibration is unnecessary when carbonation depth is more than 4 mm. Concrete with a higher w/b ratio is more vulnerable to carbonation, as confirmed by the average carbonation depth in Figure 9c . Figure 9d shows that the Hall signal variation increased with increasing w/b ratio; in other words, concrete with a higher w/b ratio has more Hall signal variation and much less of a need to be calibrated. Kim [23] highlighted that CaCO3 fills the pores and reduces the relative permeability during carbonation process, which contributes to the positive tendency of the Hall effect voltage as carbonation depth increases. 
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Water Content Absorption
After Group C specimens were all placed in the tank with seawater in the bottom, they were removed to evaluate the amount of absorbed water at 0.5 h, 1 h, 2 h, 4 h, 8 h, 12 h, and 24 h ( Figure  10a ). Figure 10b shows the relationship between Hall voltage and water absorption amount. Figure  10b shows that Hall signals initially increased with increasing water absorption amount, and the trend later reversed, then increasing from the minimum. Figure 10b also shows that the maximum value increased as the w/b ratio decreased; in other words, the variation in the Hall signals decreased with increasing w/b ratio. Hence, Hall signals received from concrete specimens after carbonation exposure need to be calibrated. In terms of other influential factors, L55 had the lowest Hall signal variation due to having the lowest w/b ratio. 
Calibration System Establishment
According to the experimental data, a calibration system was established. Here, a w/b ratio of 0.3 (standard compressive strength of 40 MPa after curing for 28 days) was regarded as one. The RH curve increased initially and then decreased after climbing to the maximum point. Considering this, the linear function was used to create the curve, and the scope of fitting linear formula was calculated and considered as a correction factor. Table 6 shows the calibration procedure for RH. The entire curve was divided into two linear straight lines and the boundary point was defined with relation to 98% (critical point of L40). For the carbonation process, as mentioned above, no calibration is required 
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According to the experimental data, a calibration system was established. Here, a w/b ratio of 0.3 (standard compressive strength of 40 MPa after curing for 28 days) was regarded as one. The RH curve increased initially and then decreased after climbing to the maximum point. Considering this, the linear function was used to create the curve, and the scope of fitting linear formula was calculated and considered as a correction factor. Table 6 shows the calibration procedure for RH. The entire curve was divided into two linear straight lines and the boundary point was defined with relation to 98% (critical point of L40). For the carbonation process, as mentioned above, no calibration is required when the average carbonation depth is more than 4 mm (stable stage). As stated previously, Hall signals during carbonation procedure were fitted using linear fitness, as shown in Table 7 . Calibrating Hall signals for the water absorption experiment was relatively complicated, as the water absorption coefficient needs to be calculated first. The water absorption coefficient is defined in Equation (13):
where ∆W is the water absorption amount at time t (g/m 2 ), A is the water absorption coefficient (g/m 2 h 0.5 ), and t is absorption time (h). Figure 11 also shows the water absorption coefficient for the four w/b ratios, which indicates that the water absorption coefficient decreased as the w/b ratio decreased. Table 8 shows the calibration procedure for Hall signals for the water absorption experiment. when the average carbonation depth is more than 4 mm (stable stage). As stated previously, Hall signals during carbonation procedure were fitted using linear fitness, as shown in Table 7 . Calibrating Hall signals for the water absorption experiment was relatively complicated, as the water absorption coefficient needs to be calculated first. The water absorption coefficient is defined in Equation (13):
where ∆ is the water absorption amount at time t (g/m 2 ), A is the water absorption coefficient (g/m 2 h 0.5 ), and t is absorption time (h). Figure 11 also shows the water absorption coefficient for the four w/b ratios, which indicates that the water absorption coefficient decreased as the w/b ratio decreased. Table 8 shows the calibration procedure for Hall signals for the water absorption experiment. In this calibration procedure, only linear fitting formulas were considered when establishing this system. The calibration procedure is only valid for this kind of homemade apparatus. Notably, only moisture content inside the concrete was considered as the influencing factor in this study. However, temperature, electromagnetic wave frequency, and aggregate type can also impact the electromagnetic response, which will require investigation in the future.
Conclusions
In this study, a homemade apparatus was used to evaluate the electromagnetic response of concrete specimens with different moisture contents and affected by carbonation. Our main conclusions are as follows:
1.
The moisture content inside the concrete influences the electromagnetic response of concrete, which includes variation in relative humidity, carbonation exposure, and water absorption. Relative humidity influences the electromagnetic response the most and the water absorption amount has the least impact.
2.
The reduction coefficient is significantly influenced by the relative permittivity of the media, which contributes to various electromagnetic reduction levels inside the concrete. Concrete with a higher moisture content has a higher electromagnetic reduction coefficient. 3.
A calibration system was established to provide a signal amendment procedure for the electromagnetic monitoring apparatus in a specific area to improve the accuracy of monitoring signals. All the values of the correction factors were given.
